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January 1 of the averaging period fol-
lowing the averaging period when the
subsequent exceedance occurs.

(f)(1) The refiner or importer
blendstock accounting requirements
specified under paragraph (e) of this
section shall not apply in the case of
any refiner or importer:

(i) Whose 1990 baseline value for each
regulated fuel property and emission
performance, as determined in accord-
ance with §§ 80.91 and 80.92, is less strin-
gent than the anti-dumping statutory
baseline value for that parameter or
emissions performance;

(ii) Whose averaging period
blendstock-to-gasoline ratio, cal-
culated according to paragraph (d)(1)(i)
of this section, is equal to or less than
.0300; or

(iii) Who obtains a waiver from EPA,
provided that a petition for such a
waiver is filed no later than fifteen
days following the end of the averaging
period for which the blendstock-to-gas-
oline ratio percentage change thresh-
old is exceeded.

(2)(i) EPA may grant the waiver re-
ferred to in paragraph (f)(1)(iii) of this
section if the level of blendstock pro-
duction was the result of extreme or
unusual circumstances (e.g., a natural
disaster or act of God) which clearly
are outside the control of the refiner or
importer, and which could not have
been avoided by the exercise of pru-
dence, diligence, and due care.

(ii) Any petition filed under para-
graph (f) of this section shall include
information which describes the ex-
treme or unusual circumstance which
caused the increased volume of
blendstock produced or imported, the
steps taken to avoid the circumstance,
and the steps taken to remedy or miti-
gate the effect of the circumstance.

(g) Notwithstanding the require-
ments of paragraphs (a) through (f) of
this section, any refiner or importer
that transfers applicable blendstock to
another refiner or importer with a less
stringent baseline requirement, either
directly or indirectly, for the purpose
of evading a more stringent baseline
requirement, shall include such
blendstock(s) in determining compli-

ance with the applicable requirements
of this subpart.

[59 FR 7860, Feb. 16, 1994, as amended at 59
FR 36969, July 20, 1994]

§ 80.103 Registration of refiners and
importers.

Any refiner or importer of conven-
tional gasoline must register with the
Administrator in accordance with the
provisions specified at § 80.76.

§ 80.104 Recordkeeping requirements.

Any refiner or importer shall main-
tain records containing the informa-
tion as required by this section.

(a) Beginning in 1995, for each aver-
aging period:

(1) Documents containing the infor-
mation specified in paragraph (a)(2) of
this section shall be obtained for:

(i) Each batch of conventional gaso-
line, and blendstock if blendstock ac-
counting is required under § 80.102(e)(2);
or

(ii) Each batch of blendstock received
in the case of any refiner that deter-
mines compliance on the basis of
blendstocks properties under
§ 80.101(g)(3).

(2)(i) The results of tests performed
in accordance with § 80.101(i);

(ii) The volume of the batch;
(iii) The batch number;
(iv) The date of production, importa-

tion or receipt;
(v) The designation regarding wheth-

er the batch is summer or winter gaso-
line;

(vi) The product transfer documents
for any conventional gasoline produced
or imported;

(vii) The product transfer documents
for any conventional gasoline received;

(viii) For any gasoline blendstocks
received by or transferred from a re-
finer or importer, documents that re-
flect:

(A) The identification of the product;
(B) The date the product was trans-

ferred; and
(C) The volume of product;
(ix) In the case of any refinery-pro-

duced or imported products listed in
§ 80.102(a) that are excluded under
§ 80.102(d)(3), documents which dem-
onstrate that basis for exclusion; and

VerDate 11<MAY>2000 05:39 Aug 15, 2000 Jkt 190146 PO 00000 Frm 00712 Fmt 8010 Sfmt 8010 Y:\SGML\190146T.XXX pfrm03 PsN: 190146T



713

Environmental Protection Agency § 80.105

(x) In the case of oxygenate that is
added by a person other than the re-
finer or importer under
§ 80.101(d)(4)(ii)(B), documents that sup-
port the volume of oxygenate claimed
by the refiner or importer, including
the contract with the oxygenate blend-
er and records relating to the audits,
sampling and testing, and inspections
of the oxygenate blender operation.

(xi) In the case of blendstocks that
are included in refinery compliance
calculations using the procedures
under § 80.101(g)(3), documents that re-
flect the volume of blendstock and the
volume of gasoline with which the
blendstock is blended.

(b) Any refiner or importer shall re-
tain the documents required in this
section for a period of five years from
the date the conventional gasoline or
blendstock is produced or imported,
and deliver such documents to the Ad-
ministrator of EPA upon the Adminis-
trator’s request.

[59 FR 7860, Feb. 16, 1994, as amended at 59
FR 36969, July 20, 1994; 62 FR 68208, Dec. 31,
1997]

§ 80.105 Reporting requirements.

(a) Beginning with the 1995 averaging
period, and for each subsequent aver-
aging period, any refiner for each refin-
ery or group of refineries at which any
conventional gasoline is produced, and
any importer that imports any conven-
tional gasoline, shall submit to the Ad-
ministrator a report which contains
the following information:

(1) The total gallons of conventional
gasoline produced or imported;

(2)(i) The total gallons of applicable
blendstocks produced or imported and
transferred to others that are not ex-
cluded under § 80.102(d)(3); and

(ii) The total gallons of applicable
blendstocks produced or imported and
transferred to others that are excluded
under § 80.102(d)(3);

(3) The total gallons of blendstocks
included in compliance calculations
pursuant to § 80.102(e)(2);

(4)(i) If using the simple model:
(A) The applicable exhaust benzene

emissions standard under
§ 80.101(b)(1)(i);

(B) The average exhaust benzene
emissions under § 80.101(g);

(C) The applicable sulfur content
standard under § 80.101(b)(1)(ii) in parts
per million;

(D) The average sulfur content under
§ 80.101(g) in parts per million;

(E) The difference between the appli-
cable sulfur content standard under
§ 80.101(b)(1)(ii) in parts per million and
the average sulfur content under para-
graph (a)(4)(i)(D) of this section in
parts per million, indicating whether
the average is greater or lesser than
the applicable standard;

(F) The applicable olefin content
standard under § 80.101(b)(1)(iii) in vol-
ume percent;

(G) The average olefin content under
§ 80.101(g) in volume percent;

(H) The difference between the appli-
cable olefin content standard under
§ 80.101(b)(1)(iii) in volume percent and
the average olefin content under para-
graph (a)(4)(i)(G) of this section in vol-
ume percent, indicating whether the
average is greater or lesser than the
applicable standard;

(I) The applicable T90 distillation
point standard under § 80.101(b)(1)(iv) in
degrees Fahrenheit;

(J) The average T90 distillation point
under § 80.101(g) in degrees Fahrenheit;
and

(K) The difference between the appli-
cable T90 distillation point standard
under § 80.101(b)(1)(iv) in degrees Fahr-
enheit and the average T90 distillation
point under paragraph (a)(4)(i)(J) of
this section in degrees Fahrenheit, in-
dicating whether the average is greater
or lesser than the applicable standard.

(ii) If using the optional complex
model, the applicable exhaust benzene
emissions standard and the average ex-
haust benzene emissions, under
§ 80.101(b)(2) and (g).

(iii) If using the complex model:
(A) The applicable exhaust toxics

emissions standard and the average ex-
haust toxics emissions, under
§ 80.101(b)(3) and (g); and

(B) The applicable NOX emissions
standard and the average NOX emis-
sions, under § 80.101(b)(3) and (g).

(5) The following information for
each batch of conventional gasoline or
batch of blendstock included under
paragraph (a) of this section:

(i) The batch number;
(ii) The date of production;
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